IN THE CLAIMS 



1 (Currently Amended). A method of a serv e r syst e m custom provisioning a 
g e n e rically pr e provision e d client d e vice, the method comprising: 

receivin g, at an Internet service provider, a request from a client device for 
Internet service a conn e ction from th e cli e nt d e vic e; and 

downloading provisioning data to the gen e rically pr e provision e d client device to 
enable the client device to receive an Internet service from said Internet service provider . 

2 (Currently Amended). The method of claim 1 further comprising: 

authenticating the g e n e rically pr e provision e d client device; and 
the downloading being conditioned upon the authenticating. 

3 (Currently Amended). The method of claim 2 further comprising: 

sending out-of-band data to a user of the gen e rically pre provision e d client device 
prior to receiving the connection. 

Claims 4-7 (Canceled). 

8 (New). A processor-based system comprising: 

a provisioning agent to enable said system to acquire from an Internet service 
provider the information the system needs to make an initial connection; and 
a storage, coupled to said agent, to store said information. 

9 (New). The system of claim 8 including an out-of-band communication interface. 

1 0 (New). A processor-based system comprising: 

a provisioning server to enable said system to respond to a client request with 
information the client needs to make an initial connection to the server; and 
an address server coupled to said provisioning server. 
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1 1 (New). The system of claim 10 including a static address server. 

12 (New). The system of claim 10 including a dynamic address server. 
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